
Chameleon 
Mobile

Moveable double sided white-/ pinboard

A mobile whiteboard that can be easily used at any workstation. A new feature
is the sound-absorbing PET-felt that is incorporated in this product. Can also be

used as a noticeboard.
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- Specifications -



Art. 
number

Surface
Colour 
code 
frame

Colour
Side 1

Colour
Side 2

Gross 
weight

Nett 
weight

15200.422
1 side full enamel whiteboard / 1 
side full PET-felt

RAL 9016
PET-felt 
Silver Grey

White enamel 43,8 kg 34,3 kg

15200.432

1 side 2/3 enamel whiteboard - 
1/3 PET-felt
1 side 2/3 enamel whiteboard - 
1/3 PET-felt

RAL 9016
PET-felt 
Silver Grey /
white enamel

PET-felt 
Silver Grey /
white enamel

48,7 kg 39,2 kg

15200.202
Enamel whiteboard / enamel 
whiteboard

RAL 9016 White enamel White enamel 55,8 kg 46,3 kg

15200.421
1 side full enamel whiteboard / 1 
side full PET-felt

RAL 5024
PET-felt 
Light Blue

Blue enamel 43,8 kg 34,3 kg

15200.431

1 side 2/3 enamel whiteboard - 
1/3 PET-felt
1 side 2/3 enamel whiteboard - 
1/3 PET-felt

RAL 5024
PET-felt 
Light Blue/
blue enamel

PET-felt 
Light Blue/
blue enamel

48,7 kg 39,2 kg

15200.211
Enamel whiteboard / enamel 
whiteboard

RAL 5024 Blue enamel Blue enamel 55,8 kg 46,3 kg

15200.423
1 side full enamel whiteboard / 1 
side full PET-felt

RAL 7037
PET-felt 
Grey

Grey enamel 43,8 kg 34,3 kg

15200.433

1 side 2/3 enamel whiteboard - 
1/3 PET-felt
1 side 2/3 enamel whiteboard - 
1/3 PET-felt

RAL 7037
PET-felt 
Grey/
grey enamel

PET-felt 
Grey/
grey enamel

48,7 kg 39,2 kg

General
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Colour combinations
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15200.422

15200.432

15200.202 15200.211

15200.431 15200.433

15200.42315200.421

15200.213



Technical
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Base: Powder coated steel

Board frame: Steel inner construction + powder coated aluminum framing

Pulling strap: Real buffalo leather with synthetic attachment cap

Wheels: Transparant rollerblade wheels

Enamel whiteboard PET-felt

Board per side:

Enamel steel sheet of 0,4 mm, 6 mm MDF, 
galvanised steel sheet van 0,4 mm
(Indoor Air Quality Certified to SCS-

EC10.3-2014 v4.0)

9 mm thick PET-felt 
surface + 0,4 mm thick 
galvanised steel sheet

Charastaristics: Magnetic and dry erasable
Pinning, acoustics

Acoustic performance: 
ɑw 0,25 | NRC 0,30 | Class D

Guarantee: 2 years 2 years

Guarantee surface:
25 years on writability and

dry erasability
2 years

19
23

,5

886,5

55
0

13
73

,5

For more information about the surfaces, please refer to the ‘Material specifications’ data sheet.



Smit Visual B.V.
Spaarpot 120-122
5667 KZ Geldrop
The Netherlands

T +31(0)40 - 280 85 00
F +31(0)40 - 286 76 15
E info@smit-visual.nl
W chameleonwriting.com
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Packaging

Board + board frame

Base

Type: Crate

Packing unit: 1 unit

Materials: Pinewood + corrugated cardboard + foam strip

Size (B x D x H): (+/-) 1910 x 1000 x 85 mm

Weigth packaging: (+/-) 8 kg

Type: Box

Packing unit: 1 unit

Materials: Corrugated cardboard + foam strip

Size (B x D x H): (+/-) 930 x 530 x 200 mm

Weigth packaging: (+/-) 1,5 kg

Ask for availability


