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Chameleon 
Distributable
Whiteboard
Wall Panels

Endless writing surface

These rectangular whiteboard panels form the basis for Chameleon Writing. Being 
frameless, these whiteboards can be endlessly connected to each other with a 
minimal seam. This modular system offers the freedom to adapt a whiteboard to the room 
and interior. From a whiteboard covering two walls to an entire writing wall: think big!

- Specifications -



General
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Article number Colour Unit Size
Gross 
weight

Nett 
weight

16001.029 White enamel Unit 1
(panelen)

880 x 1180 mm ±17 15.57

collo 2 
(2 mounting plates)

300 x 300 mm 5.05 5

16006.025 White enamel Unit 1
(panelen)

980 x 1980 mm ±31 29.10

collo 2 
(3 mounting plates)

300 x 300 mm 7.55 7.5

16001.129 Blue enamel Unit 1
(panelen)

880 x 1180 mm ±17 15.57

collo 2 
(2 mounting plates)

300 x 300 mm 5.05 5

16006.125 Blue enamel Unit 1
(panelen)

980 x 1980 mm ±31 29.10

collo 2 
(3 mounting plates)

300 x 300 mm 7.55 7.5

16001.229 Grey enamel Unit 1
(panelen)

880 x 1180 mm ±17 15.57

collo 2 
(2 mounting plates)

300 x 300 mm 5.05 5

16006.225 Grey enamel Unit 1
(panelen)

980 x 1980 mm ±31 29.10

collo 2 
(3 mounting plates)

300 x 300 mm 7.55 7.5
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Technical

Charastaristics:
Magnetic and dry erasable
Suitable for intensive and permanent use

Mounting:
88x118 cm: magnetic mounting (2 magnetic plates per panel)
98x198 cm: magnetic mounting (3 magnetic plates per panel)

Guarantee: 2 years

Guarantee surface: 25 years on writing and dry erasability

Construction

1. Surface:
White enamel steel of 0.4 mm
(Indoor Air Quality Certified to SCS-EC10.3-2014 v4.0)

2. Carrier: MDF 9 mm (FSC Mix Credit)

3. Backing: 0,4 mm galvanised steel sheet

4. Finishing: White lacquered edges

1
2
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9mm 10mm

Magnetic mounting plate

6. Galvanised steel
5. Double-sided tape

4. Anisotropic magnet
3. Galvanised steel

2. MDF

3 mm

0,004 mm
1,5 mm

9 mm 10 mm Chameleon panel

Magetic mountingplate

1. Enamel

5. Magnetic sheet: Anisotropic magnet, 1,5 mm thick

6. Adhesive layer: Double-sided tape

7. Mounting plate: Galvanised steel plate, 3 mm thick, with holes for screwing

Chameleon panel
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Packaging
Panels

Type: Schrinkfoil

Content Chameleon whiteboard panel

Packaging unit: 1 unit

Materials: Schrinkfoil, EPS protection blocks

Size: Size board + 3 cm width, 3 cm depth, 4 cm height 

Weight packaging:
panel 88 x 118: ± 1.5 kg
panel 98 x 198: ± 2 kg 

Recommended accessories

• 14017.111 - Starterkit whiteboards Universal
• 14021.103 - Magnetic pen holder
• 14016.155 - Whiteboard markers 4 pcs. assorted
• 14016.235 - Memo magnets 10 pcs. assorted, Ø 20 mm
• 14025.125 - Magnetic paper wiper Design
• 14020.200 - Microfiber cloth

Smit Visual B.V.
Spaarpot 120-122
5667 KZ Geldrop
The Netherlands

T +31(0)40 - 280 85 00
F +31(0)40 - 286 76 15
E info@smit-visual.nl
W chameleonwriting.com

Packaging
Magnetic mounting plates

Type: Cardboard box

Content Mounting plates, screws and dowels

Packaging unit: 1 unit

Size: ±30x30 cm

Weight packaging: 0.05kg


